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Subject: Removal of Reflection Cracking and Joint Seal Damage from the IMS 
  
Background 

This directive is intended to provide instruction to the TSSC to remove fields related to reflection 
cracking and joint seal damage from the IMS.  A decision was made to discontinue rating 
reflection cracking during distress surveys due to the inability of a manual distress rater, or 
automated distress interpretation to verify the failure mechanism responsible for crack formation.  
Because of this uncertainty, all previous data, specified as reflection cracking, appearing in the 
database was considered unreliable, and therefore was moved to either transverse or longitudinal 
cracking fields.  A decision was made to discontinue rating joint seal damage on film because of 
limitations with regard to rating automatically.   

An effort to reprocess data in original *_PADIAS_* tables is underway.  As this data is 
reprocessed, it is populated in *_PADIAS42_* tables and corresponding data is removed from 
the original *_PADIAS_* tables.  Eventually all data in the original *_PADIAS_* tables will be 
removed, and the tables will also be removed from the IMS. 

The removal of these fields, and associated modifications to the Data Dictionary, QC, filter 
program, input form(s) and QC manual shall be done prior to the November 2004 upload.  The 
TSSC shall provide the RSCs with instructions necessary to make adjustments to the RIMS as 
part of the associated software release.  

Instructions for removal of reflection cracking and joint seal damage fields: 

1. Remove all fields in the MON_DIS_AC_REV, and MON_DIS_PADIAS42_AC table 
whose name begins with REFL 

2. In the MON_DIS_PADIAS42_CRCP table, remove the following fields: 
LONG_JT_SEAL_NO and LONG_JT_SEAL_DAM_L 

3. In the MON_DIS_PADIAS42_JPCC, remove the following fields: 
LONG_JT_SEAL_NO, LONG_JT_SEAL_DAM_L, JT_SEALED, 




